
Use Promo Code

NP0223

Buy 2 Same Inserts Get 50% Off Holder

Promotional Period:
02/01/2023 - 04/29/2023



Holder >> • Made of hardened high alloy steel.
• For both 60° and 90° deburring inserts.

Parts No. Type Ød Ød1 L1 L Insert 
Type Screw Key

99626-CR05-05-031 BC05-CR05-031 5 3.5 6 31

Rxxx05 NS-20045
0.6Nm NK-T699626-CR05-08-076 BC08-CR05-076 8 3.5 12 76

99626-CR05-05-043 BC05-CR05-043 5 3.5 18 43

99626-CR07-06-036 BC06-CR07-036 6 5.0 8 36

Rxxx07 NS-25060
0.9Nm NK-T799626-CR07-08-078 BC08-CR07-078 8 5.0 16 78

99626-CR07-06-052 BC06-CR07-052 6 5.0 24 52

99626-CR10-08-040 BC08-CR10-040 8 6.8 10 40

Rxxx10 NS-35080
2.5Nm NK-T1599626-CR10-08-082 BC08-CR10-082 8 6.8 20 82

99626-CR10-08-070 BC08-CR10-070 8 6.8 30 70

Parts No. Coating Grade ØD1 ØD2 L LC1 LC2 LC3 LC4 S
Plunge 0.1C
min.
hole

max.
hole

R09005-05060-32 TiAlN

K20F

3.9 5.0 0.6 0.05 0.6 1.2 1.77 2.45 4.1 4.8
R09005-05060-00 Uncoated

R09007-07020-32 TiAlN
5.1 7.0 0.2 0.05 1.0 1.2 2.17 3.25 5.3 6.8

R09007-07020-00 Uncoated

R09010-10010-32 TiAlN
7.2 10.0 0.1 0.05 1.45 1.55 2.97 4.60 7.4 9.8

R09010-10010-00 Uncoated

NC2032: • TiAlN coating provides longer tool life.
               • For all kinds of steel from < 60 HRC, carbon steel, alloy steel and cast iron.
XP9000: • High positive geometry and sharp edge produces excellent surface finish.
               • For non-ferrous material such as aluminum, titanium, brass, copper and long cutting chip metal. 

60° deburring mill

90° deburring mill

Inserts >>

Parts No. Coating Grade ØD1 ØD2 L LC1 LC2 LC3 LC4 S
Plunge 0.1C Thread Size

min.
hole

max.
hole Internal External

R06005-05006-32 TiAlN

K20F

3.9 5.0 0.06 0.03 0.35 0.41 2.45 2.45 4.1 4.8 M6xP0.75 P0.7
R06005-05006-00 Uncoated

R06005-05010-32 TiAlN
3.9 5.0 0.1 0.03 0.32 0.42 2.45 2.45 4.1 4.8 M6xP1.0 P0.8

R06005-05010-00 Uncoated

R06007-06810-32 TiAlN
5.5 6.8 0.1 0.03 0.40 0.50 3.25 3.25 5.7 6.6 M8xP1.0

M8xP1.25 P1.0
R06007-06810-00 Uncoated

R06010-08510-32 TiAlN
6.9 8.5 0.1 0.03 0.49 0.59 4.60 4.60 7.1 8.3

M10xP1.0
M10xP1.25
M10xP1.5

P1.0
R06010-08510-00 Uncoated

R06010-10010-32 TiAlN
6.9 10.0 0.1 0.03 0.92 1.02 4.60 4.60 7.1 9.8

M12xP1.75
M14xP2.0
M16xP2.0
-12UNC / 
UNF

P1.25
P1.5
P1.75
P2.0R06010-10010-00 Uncoated
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Promotional Period:
02/01/2023 - 04/29/2023

or While Supplies Last
Terms & Conditions May Apply

Use Promo Code

NP0223


